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Sensore di Movimento a Infrarossi 180° Montaggio a
Plafone (Max 1200W) I1P44

Potenza Tipo di Installazione
1200W A PLAFONE

\\_ DIMENSIONS

INFRARED SENSOR
I 3% 300W(LEL

Potenza 1200W Grado di Protezione IP44
Materiale Termoplastica Campo di Rilevamento 360°
Carico Massimo 300W Colore Bianco
Dimensione 86.4x86.4x60.4mm Distanza di Rilevamento 12m
Tipo di Installazione a Plafone Temperatura d'Esercizio -25 a +50°C
Garanzia 2 anni MOQ 1pz
EAN 3800157624794 Unita di misura pz
Certificato RoHS B Report EMC

B Report LVD B Report RoHS

Scheda tecnica

Sede Legale: Via Carlo Tenca, 22 - 20124 Milano (Ml) | SeNcIi_Ie Operativa: Via D'Acquisto, 19 - 20060 Pozzuolo Martesana,
ilano

REA MILANO MI-2098657 | CAP SOCIALE 500.000,00€ int. vers.


https://leditalia-prod.s3.eu-central-1.amazonaws.com/products/1354/attachments/1354-Certificato%20RoHS-e5.pdf
https://leditalia-prod.s3.eu-central-1.amazonaws.com/products/1354/attachments/1354-Report%20EMC-e3.pdf
https://leditalia-prod.s3.eu-central-1.amazonaws.com/products/1354/attachments/1354-Report%20LVD-e4.pdf
https://leditalia-prod.s3.eu-central-1.amazonaws.com/products/1354/attachments/1354-Report%20RoHS-e2.pdf
https://leditalia-prod.s3.eu-central-1.amazonaws.com/products/1354/attachments/scheda-tecnica-sku-1354-ubw5.pdf

